
ENERGY STAR External Power Supplies AC­AC Product List

Company Name Model

Nameplate
AC Input
Voltage
(V)

Nameplate
AC Input
Frequency

(Hz)

Nameplate
Output

Power (W)

Nameplate
AC Output
Voltage
(VAC)

No­Load
Input
Power
115V @
60Hz (w)

Average
Active

Efficiency
115V @
60Hz (%)

True
Power

Factor at
100% of
Rated
Load
(115V)*

No­Load
Input
Power
230V @
50Hz (W)

Average
Active

Efficiency
230V @
50Hz (%)

Global Yeou
Diann Elec. Ind.
Co., Ltd. 22­155

120
Voltage 60 Hz 25 Watts 9 Voltage 0.02 Watts 88.67

0.997
W/VA

0.22
Watts 85.42

Global Yeou
Diann Elec. Ind.
Co., Ltd. 22­156

120
Voltage 60 Hz 40 Watts 16.5 Voltage 0.4 Watts 87.62

0.994
W/VA

0.22
Watts 85.42

Global Yeou
Diann Elec. Ind.
Co., Ltd. MGT1640CC

120
Voltage 60 Hz 40 Watts 16.5 Voltage 0.4 Watts 87.62

0.994
W/VA

0.22
Watts 85.42

Global Yeou
Diann Elec. Ind.
Co., Ltd. MGT925CC

120
Voltage 60 Hz 25 Watts 9 Voltage 0.02 Watts 88.67

0.997
W/VA

0.22
Watts 85.42

Group West
International Co.,
Ltd. 35A­24­180

120
Voltage 60 Hz 4.3 Watts 24 Voltage 0.3 Watts 79.5667

0.984
W/VA 0

Group West
International Co.,
Ltd. 35A­24­200

120
Voltage 60 Hz 4.8 Watts 24 Voltage 0.26 Watts 79.30

0.966
W/VA

Group West
International Co.,
Ltd. 35A­3­600

120
Voltage 60 Hz 1.8 Watts 3 Voltage 0.3 Watts 78.6432

0.878
W/VA 0

List Posted on May 24, 2010
*Power supplies with greater than or equal to 100W input power must have a true power factor of 0.9 or greater at 100% of rated load when tested at 115
volts @ 60Hz.
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Group West
International Co.,
Ltd. 41A­24­400

120
Voltage 60 Hz 9.6 Watts 24 Voltage 0.41 Watts 83.3421

0.991
W/VA 0

Group West
International Co.,
Ltd. 41A­24­450

120
Voltage 60 Hz 10.8 Watts 24 Voltage 0.44 Watts 83.58

0.983
W/VA

Group West
International Co.,
Ltd. 41A­4.5­1000

120
Voltage 60 Hz 4.5 Watts 4.5 Voltage 0.41 Watts 82.9699

0.967
W/VA 0

Group West
International Co.,
Ltd. 48A­24­600

120
Voltage 60 Hz 14.4 Watts 24 Voltage 0.42 Watts 87.6726

0.989
W/VA 0

Group West
International Co.,
Ltd. 48A­6­1500

120
Voltage 60 Hz 9 Watts 6 Voltage 0.42 Watts 84.6423

0.976
W/VA 0

Group West
International Co.,
Ltd. 57A­24­1500

120
Voltage 60 Hz 36 Watts 24 Voltage 0.45 Watts 86.5931

0.994
W/VA 0

Group West
International Co.,
Ltd. 57A­7.5­3000

120
Voltage 60 Hz 22.5 Watts 7.5 Voltage 0.45 Watts 86.8549

0.997
W/VA 0

Hon­Kwang
Electric Co., Ltd. A255650CEC

120
Voltage 60 Hz 16.6 Watts 25.5 Voltage 0.33 Watts 88.0035 0.99 W/VA 0

Hon­Kwang
Electric Co., Ltd. A4100

120
Voltage 60 Hz 0.54 Watts 4.5 Voltage 0.29 Watts 49.8878 0.83 W/VA 0

Hon­Kwang
Electric Co., Ltd. A6100

120
Voltage 60 Hz 0.6 Watts 6 Voltage 0.24 Watts 53.2697 0.95 W/VA 0
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Hon­Kwang
Electric Co., Ltd. A6300­03

120
Voltage 60 Hz 1.8 Watts 12 Voltage 0.4 Watts 67.2358 0.94 W/VA 0

Hon­Kwang
Electric Co., Ltd. A7400CEC

120
Voltage 60 Hz 2.8 Watts 7 Voltage 0.15 Watts 84.0286 0.96 W/VA 0

Hon­Kwang
Electric Co., Ltd. A9­02A

120
Voltage 60 Hz 1.8 Watts 9 Voltage 0.27 Watts 66.555 0.99 W/VA 0

Hon­Kwang
Electric Co., Ltd. A9100

120
Voltage 60 Hz 0.9 Watts 9 Voltage 0.23 Watts 59.7803 0.97 W/VA 0

Hon­Kwang
Electric Co., Ltd. A9300

120
Voltage 60 Hz 2.7 Watts 9 Voltage 0.37 Watts 72.2798 0.97 W/VA 0

Hon­Kwang
Electric Co., Ltd. A9300­04

120
Voltage 60 Hz 2.4 Watts 12 Voltage 0.5 Watts 72.7554 0.96 W/VA 0

Hon­Kwang
Electric Co., Ltd. A9­400

120
Voltage 60 Hz 3.6 Watts 9 Voltage 0.38 Watts 77.0536 0.96 W/VA 0

Hon­Kwang
Electric Co., Ltd. G12­350

120
Voltage 60 Hz 4.2 Watts 12 Voltage 0.41 Watts 78.3511 0.95 W/VA 0

Kuantech (Shen
Zhen) Co. Ltd.

KA12A090100
044U

120
Voltage 60 Hz 9 Watts 9 Voltage 0.33 Watts 77.2635

0.585
W/VA 0

Kuantech (Shen
Zhen) Co. Ltd.

KA12A240040
044U

120
Voltage 60 Hz 9.6 Watts 24 Voltage 0.33 Watts 90.3401 0.98 W/VA 0

Leader
Electronics, Inc.

A351203OT
(Goodmind)

110­120
Voltage 60 Hz 3.6 Watts 12 Voltage

0.372
Watts 77.1826

0.954
W/VA 0

Leader
Electronics, Inc.

A351204OT
(Goodmind)

110­120
Voltage 60 Hz 4.8 Watts 12 Voltage

0.417
Watts 72.5273

0.983
W/VA 0
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Leader
Electronics, Inc.

MV18­Y12012
0­C5(MV18­Y
1120­KC0S)

230
Voltage 50 Hz 14.4 Watts 12 Voltage 0

0.166
Watts 85.0426

Outstanding
Electronics
Manufacturer Co.,
Ltd.

ADS18B­B
220055

100­240
Voltage 50­60 Hz 12 Watts 22 Voltage 0.12 Watts 82.72 0.7 W/VA

0.22
Watts 78.91

Shenzhen Moso
Power Supply
Technology Co.,
LTD

XACU28­0600
300

117
Voltage 60 Hz 1.8 Watts 6 Voltage 0.26 Watts 75.20

0.156
W/VA

Shenzhen Moso
Power Supply
Technology Co.,
LTD

XACU28­0750
150

117
Voltage 60 Hz 1.13 Watts 7.5 Voltage 0.26 Watts 70.70

0.7152
W/VA

Shenzhen Moso
Power Supply
Technology Co.,
LTD

XACU28­0750
200

117
Voltage 60 Hz 1.5 Watts 7.5 Voltage 0.29 Watts 70.87

0.7020
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF35­030100
0AU

115
Voltage 60 Hz 3 Watts 3 Voltage 0.46 Watts 71.76

0.859
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF35­050080
0AU

115
Voltage 60 Hz 4 Watts 5 Voltage 0.38 Watts 74.70

0.769
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF35­060030
0AU

115
Voltage 60 Hz 1.8 Watts 6 Voltage 0.33 Watts 74.75

0.852
W/VA
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Shining Fair
Enterprises Co.,
Ltd.

SF35­060070
0AU

120
Voltage 60 Hz 4.2 Watts 6 Voltage 0.32 Watts 75.93 0.79 W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF35­075065
0AU

120
Voltage 60 Hz

4.875
Watts 7.5 Voltage 0.32 Watts 78.00

0.988
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF35­090050
0AU

120
Voltage 60 Hz 4.5 Watts 9 Voltage 0.28 Watts 77.87 0.85 W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF35­120030
0AU

120
Voltage 60 Hz 3.6 Watts 12 Voltage 0.46 Watts 75.16

0.898
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF35­120040
0AU

115
Voltage 60 Hz 4.8 Watts 12 Voltage 0.42 Watts 75.38

0.895
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF35­150030
0AU

120
Voltage 60 Hz 4.5 Watts 15 Voltage 0.3 Watts 74.97

0.897
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF35­180027
0AU

120
Voltage 60 Hz 4.86 Watts 18 Voltage 0.32 Watts 80.56

0.826
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF35­200024
0AU

115
Voltage 60 Hz 4.8 Watts 20 Voltage 0.45 Watts 79.00

0.889
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF35­240020
0AU

115
Voltage 60 Hz 4.8 Watts 24 Voltage 0.35 Watts 78.11

0.889
W/VA
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Shining Fair
Enterprises Co.,
Ltd.

SF35­280017
0AU

120
Voltage 60 Hz 4.76 Watts 28 Voltage 0.45 Watts 79.45

0.887
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF41­030150
0AU

115
Voltage 60 Hz 4.5 Watts 3 Voltage 0.39 Watts 76.91

0.878
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF41­050150
0AU

115
Voltage 60 Hz 7.5 Watts 5 Voltage 0.32 Watts 82.64 0.9 W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF41­060150
0AU

115
Voltage 60 Hz 9 Watts 6 Voltage 0.31 Watts 81.69 0.9 W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF41­075150
0AU

115
Voltage 60 Hz

11.25
Watts 7.5 Voltage 0.34 Watts 81.74

0.911
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF41­090100
0AU

115
Voltage 60 Hz 9 Watts 9 Voltage 0.39 Watts 80.74 0.91 W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF41­090135
0AU

120
Voltage 60 Hz

12.15
Watts 9 Voltage 0.36 Watts 81.17

0.914
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF41­120100
0AU

120
Voltage 60 Hz 12 Watts 12 Voltage 0.37 Watts 82.68

0.967
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF41­150080
0AU

120
Voltage 60 Hz 12 Watts 15 Voltage 0.35 Watts 82.47

0.945
W/VA
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Shining Fair
Enterprises Co.,
Ltd.

SF41­180065
0AU

115
Voltage 60 Hz 11.7 Watts 18 Voltage 0.37 Watts 84.54

0.915
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF41­200060
0AU

120
Voltage 60 Hz 12 Watts 20 Voltage 0.41 Watts 85.13

0.942
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF41­240050
0AU

120
Voltage 60 Hz 12 Watts 24 Voltage 0.39 Watts 84.90 0.94 W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF41­280042
0AU

120
Voltage 60 Hz

11.76
Watts 28 Voltage 0.41 Watts 84.90

0.948
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF48­030200
0AU

120
Voltage 60 Hz 6 Watts 3 Voltage 0.43 Watts 76.64

0.952
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF48­050200
0AU

115
Voltage 60 Hz 10 Watts 5 Voltage 0.3 Watts 82.03

0.978
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF48­060200
0AU

120
Voltage 60 Hz 12 Watts 6 Voltage 0.42 Watts 83.07

0.983
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF48­075240
0AU

115
Voltage 60 Hz 18 Watts 7.5 Voltage 0.41 Watts 83.28

0.993
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF48­090200
0AU

115
Voltage 60 Hz 18 Watts 9 Voltage 0.4 Watts 83.82

0.994
W/VA
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Shining Fair
Enterprises Co.,
Ltd.

SF48­120150
0AU

115
Voltage 60 Hz 18 Watts 12 Voltage 0.42 Watts 86.61 0.99 W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF48­138125
0AU

120
Voltage 60 Hz

17.25
Watts 13.8 Voltage 0.37 Watts 84.39

0.991
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF48­150120
0AU

120
Voltage 60 Hz 18 Watts 15 Voltage 0.42 Watts 85.17

0.993
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF48­180100
0AU

120
Voltage 60 Hz 18 Watts 18 Voltage 0.42 Watts 85.62

0.992
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF48­200090
0AU

115
Voltage 60 Hz 18 Watts 20 Voltage 0.45 Watts 84.40

0.991
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF48­240075
0AU

115
Voltage 60 Hz 18 Watts 24 Voltage 0.42 Watts 83.38

0.993
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF48­280065
0AU

115
Voltage 60 Hz 18.2 Watts 28 Voltage 0.42 Watts 84.48

0.992
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF57­030300
0AU

115
Voltage 60 Hz 9 Watts 3 Voltage 0.24 Watts 80.71

0.934
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF57­120180
0AU

115
Voltage 60 Hz 21.6 Watts 12 Voltage 0.26 Watts 84.85

0.988
W/VA
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Shining Fair
Enterprises Co.,
Ltd.

SF57­120250
0AU

115
Voltage 60 Hz 30 Watts 12 Voltage 0.2 Watts 85.46

0.985
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF57­150250
0AU

115
Voltage 60 Hz 37.5 Watts 15 Voltage 0.24 Watts 85.32

0.982
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF57­240090
0AU

115
Voltage 60 Hz 21.6 Watts 24 Voltage 0.4 Watts 84.42 0.95 W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF57­240150
0AU

115
Voltage 60 Hz 36 Watts 24 Voltage 0.23 Watts 86.96

0.948
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF57T­03040
00AU

120
Voltage 60 Hz 12 Watts 3 Voltage 0.43 Watts 78.86

0.934
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF57T­05040
00AU

120
Voltage 60 Hz 20 Watts 5 Voltage 0.42 Watts 85.91

0.944
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF57T­06035
00AU

115
Voltage 60 Hz 21 Watts 6 Voltage 0.47 Watts 85.12

0.977
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF57T­09035
00AU

115
Voltage 60 Hz 31.5 Watts 9 Voltage 0.45 Watts 88.04

0.987
W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF57T­12030
00AU

115
Voltage 60 Hz 36 Watts 12 Voltage 0.4 Watts 90.41

0.988
W/VA
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Shining Fair
Enterprises Co.,
Ltd.

SF57T­18022
00AU

115
Voltage 60 Hz 39.6 Watts 18 Voltage 0.1 Watts 87.45 0.95 W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF57T­20020
00AU

120
Voltage 50 Hz 40 Watts 20 Voltage 0.3 Watts 89.06 0.98 W/VA

Shining Fair
Enterprises Co.,
Ltd.

SF57T­28014
00AU

115
Voltage 60 Hz 39.2 Watts 28 Voltage 0.45 Watts 90.28

0.986
W/VA

Sunstrong
International
Industrial Ltd. UA­0603

117VAC
Voltage 60 Hz 1.8 Watts 6 Voltage 0.23 Watts 70.93

0.707
W/VA

Sunstrong
International
Industrial Ltd. UA075015E

117
Voltage 60 Hz

1.125
Watts 7.5 Voltage 0.18 Watts 71.97

0.748
W/VA

Sunstrong
International
Industrial Ltd. UA075020E

117
Voltage 60 Hz 1.5 Watts 7.5 Voltage 0.17 Watts 76.08

0.727
W/VA

Sunstrong
International
Industrial Ltd. UA075035A

117
Voltage 60 Hz

2.625
Watts 7.5 Voltage 0.24 Watts 76.99

0.689
W/VA

Sunstrong
International
Industrial Ltd. UA075035E

117
Voltage 60 Hz

2.625
Watts 7.5 Voltage 0.24 Watts 76.99

0.689
W/VA
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50Hz (%)

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. PS­0033

120
Voltage 60 Hz

2.275
Watts 6.5 Voltage

0.290
Watts 72.74 0.94 W/VA

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. PS­0034

120
Voltage 60 Hz 3.51 Watts 7.8 Voltage

0.185
Watts 73.08 0.99 W/VA

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. PS­0035

120
Voltage 60 Hz 2.4 Watts 8.0 Voltage

0.284
Watts 72.68 0.97 W/VA

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. U060030A12V

117
Voltage 60 Hz 1.80 Watts 6.0 Voltage

0.269
Watts 72.35 0.94 W/VA

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. U065035A12V

120
Voltage 60 Hz

2.275
Watts 6.5 Voltage

0.290
Watts 72.74 0.94 W/VA

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. U075015A12

117
Voltage 60 Hz

1.125
Watts 7.5 Voltage

0.247
Watts 68.13 0.93 W/VA

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. U075015A12V

117
Voltage 60 Hz

1.125
Watts 7.5 Voltage

0.215
Watts 71.14 0.91 W/VA
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Company Name Model

Nameplate
AC Input
Voltage
(V)

Nameplate
AC Input
Frequency

(Hz)

Nameplate
Output

Power (W)

Nameplate
AC Output
Voltage
(VAC)

No­Load
Input
Power
115V @
60Hz (w)

Average
Active

Efficiency
115V @
60Hz (%)

True
Power

Factor at
100% of
Rated
Load
(115V)*

No­Load
Input
Power
230V @
50Hz (W)

Average
Active

Efficiency
230V @
50Hz (%)

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. U075020A12V

117
Voltage 60 Hz 1.5 Watts 7.5 Voltage

0.227
Watts 72.23 0.94 W/VA

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. U075035A12

120
Voltage 60 Hz

2.625
Watts 7.5 Voltage

0.308
Watts 73.53 0.96 W/VA

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. U075035A12V

117
Voltage 60 Hz

2.625
Watts 7.5 Voltage

0.298
Watts 73.80 0.97 W/VA

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. U078045AV

120
Voltage 60 Hz 3.51 Watts 7.8 Voltage

0.189
Watts 73.08 0.99 W/VA

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. U080030A12V

120
Voltage 60 Hz 2.40 Watts 8.0 Voltage

0.284
Watts 72.68 0.97 W/VA

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. U090100A31V

120
Voltage 60 Hz 9.0 Watts 9.0 Voltage

0.418
Watts 77.42 1.00 W/VA

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. U100050A

120
Voltage 60 Hz 5.0 Watts 10.0 Voltage

0.340
Watts 76.15 0.98 W/VA
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Company Name Model

Nameplate
AC Input
Voltage
(V)

Nameplate
AC Input
Frequency

(Hz)

Nameplate
Output

Power (W)

Nameplate
AC Output
Voltage
(VAC)

No­Load
Input
Power
115V @
60Hz (w)

Average
Active

Efficiency
115V @
60Hz (%)

True
Power

Factor at
100% of
Rated
Load
(115V)*

No­Load
Input
Power
230V @
50Hz (W)

Average
Active

Efficiency
230V @
50Hz (%)

Ten Pao
Electronics
(HuiZhou) Co.,
Ltd. U120070A30

120
Voltage 60 Hz 8.40 Watts 12.0 Voltage

0.396
Watts 78.45 0.99 W/VA
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Key Efficiency Criteria

Energy Efficiency Criteria for Ac­Ac and Ac­Dc External Power Supplies in Active Mode:
Standard Models

Nameplate Output Power (Pno)
Minimum Average Efficiency in Active Mode

(expressed as a decimal)*
0 to ≤ 1 watt ≥ 0.480 * Pno + 0.140
> 1 to ≤ 49 watts ≥ [0.0626 * Ln (Pno)] + 0.622
> 49 watts ≥ 0.870

Energy Efficiency Criteria for Ac­Ac and Ac­Dc External Power Supplies in Active Mode:
Low Voltage Models

Nameplate Output Power (Pno)
Minimum Average Efficiency in Active Mode

(expressed as a decimal)*
0 to ≤ 1 watt ≥ 0.497 * Pno + 0.067
> 1 to ≤ 49 watts ≥ [0.0750 * Ln (Pno)] + 0.561
> 49 watts ≥ 0.860

* “Ln” refers to the natural logarithm.

Energy Consumption Criteria for No­Load

Nameplate Output Power (Pno)
Maximum Power in No­Load

Ac­Ac EPS Ac­Dc EPS
0 to < 50 watts ≤ 0.5 watts ≤ 0.3 watts
≥ 50 to ≤ 250 watts ≤ 0.5 watts ≤ 0.5 watts
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